## HYUNDAI

## INDOOR DIGITAL SIGNAGE

32:9 STRETCHED DISPLAY

## CLASS

## MODEL

29" C29EMC

## KEY FEATURES

- Special DOOH LED BLU LCD Panel
- Slim and Narrow Design
- 32:9 Stretched Aspect Ratio
- High Brightness up to $500 \mathrm{~cd} / \mathrm{m}^{2}$
- Low Power Consumption Dramatically

Reduced Compared to Normal Display

- Image Orientation in Portrait and Landscape
-24/7 Operation


## Broadcast your branding with Hyundai Digital Signage!

Thanks to the ultra-wide aspect ratio enables to put the display into innovative area where is difficult to use normal ratio display.
Hyundai stretched digital signage display is perfectly enough for you to immerse you in perfect visual performance.
Noy only take advantage from slim design, but also think more about your future environment saving power consumption.


## SPECIFICATIONS

| Model |  | C29EMC |
| :---: | :---: | :---: |
| Panel | Screen Size (diagonal) | 29" |
|  | Active Display Area (inch \| mm) | $27.779 \times 7.813 \mid 705.6 \times 198.45$ |
|  | Resolution | $1920 \times 540$ |
|  | Aspect Ratio | $32: 9$ |
|  | Display Colors | 16.7M |
|  | Brightness (cd/m²; typ.) | 500 |
|  | Contrast Ratio | 4000 : 1 |
|  | Response Time (ms; GTG) | 8 |
|  | Viewing Angle | $178^{\circ} / 178^{\circ}$ |
|  | Lifetime (hours) | 50,000 |
|  | Backlight type | LED |
| Resolution | Monitor | $1920 \times 540$ |
| Input |  | $1 \times$ HDMI $\mid 1 \times$ DVI $\mid 1 \times$ VGA(D-Sub) \| $1 \times$ PC Audio |
| Output |  | Speaker |
| Power | Input Voltage | 100-240V AC |
|  | Power consumption | 40 W |
| Features | PIR Sensor (Motion detection) | No |
|  | Auto Power Control | Yes |
|  | Auto Brightness Sensor | No |
| Operation | Temperature ( ${ }^{\circ} \mathrm{C}$ ) | 0-40 |
|  | Humidity (\%) | 20-80 |
|  | OSD Language | 5 Lang |
| Dimension | Set Size : W x H x D (inch \\| mm) | $28.496 \times 9.026 \times 2.047$ \| $723.8 \times 229.25 \times 52$ |
|  | Bezel Size : U/D/L/R (inch \\| mm) | $0.567 / 0.567 / 0.319 / 0.319 / 14.4 / 14.4 / 8.1 / 8.1$ |
|  | Wall Mounting hole : WxH (mm) | $200 \times 100$ (M6) |
| Weight | Set (lb\| kg) | 15.43 \| 7.0 |

## FEATURES

## Special Out-Of-Home LCD Panel

By using commercial grade LCD panels for Out-Of-Home applications, HYUNDAI Digital Signage display can provide higher brightness and contrast than standard LCD TV panels. This guarantees longer working time, deliver clear and bright image contents in the portrait or landscape format without any loss of quality.

Various aspect ratio Utilization
The aspect ratio of $32: 9$ given to you is two times of 16:9 conventional image, it allows to display 2 types of 16:9 contents at once.

## 24/7 Operation

27/7 operation, thanks to use commerical LCD panels, gives continuous communication to customers.

Captivating design with slim and narrow bezel

## DIMENSIONS



5F, 36, Sangil-ro 10-gil, Gangdong-gu, Seoul, 05288 Korea Tel. +827070080151 E-mail: ssoh@hdit.co.kr www.hdit.co.kr

## HYUNDAI IT AMERICA CORP.

2051 Junction AVE., Suite 112 San Jose, CA 95131, USA Tel. +14089548920 email : sales@hyundaita.com www.hyundaiit.com

## HYUNDAI IT EUROPE GMBH

Borsig Str. 11-13
65205 Wiesbaden, Germany
Tel. $+49(0)$ 6122-70342-10 email : info@hyundaiit.eu
www.hyundaiit.eu

